High and low temperature resistant type inductive proximity sensors

Used in extremely high or low temperatures.

Hig h and Iow temperature Resistant to a maximum temperature of 200°C, it can also

be stably detected.

resistant type
inductive proximity sensors
DP-W series

High temperature environment to detect the presence
or absence of metal.

Low temperature environment to detect the presence
or absence of drug bottles.

= M3/M 12/M18/M30 various mounting and fixing specficatons are availaole
+ Customizable for special requi rements such as delect on diswence
More - Hign-quality IC ensures excellent quality.
merit%e  « Non-metallic detection principle lor a wider range of appiicalions
« Normally openiclosed and NPN/PNP output methods are sefectable

« Non-meallic materials such as wood, rubber, and fingers can also be stably detected
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High and low temperature resistant type inductive proximity sensors

Product List

Specification(detection distance)

® Each product offers multiple selectable detection distances, for example: L1 represents a 1mm detection distance; L6 represents a 6mm detection distance.
Main model Detection Heatresistant P .

- - _ _ distance
DP-WLMO008 L1 A120 E:>

Order model
DP-WLMO008-L1-A120

Order
Order example

Inductive DP-W series

. overalla Detoction distance st . Heat resistant | Output Main model
e erall dimensions(mm; etection distance list(mm; 1
o= (mm) (mm)(L) temperature | type | \ormally open | Normally closed
45 NPN | DP-WLM008 | DP-WLMO008C
Shielded MexP1 II:I]_ o3 1
A120(120°C) | PNP | DP-WLMOOSP | DP-WLMO0SCP
— B40(40T) | \pN | DP-WLUOOE | DP-WLUOOSC
Non-shielded M8xP1 I 03 I 2
= PNP | DP-WLUOOSP | DP-WLUO0SCP
4
_ NPN | DP-WLMO012 | DP-WLM012C
Shielded — 2 |
A120(120
L — L (1200) | o\p | oPwLMO12P | DP-WLMOt2CP
A150(150°C)
605 NPN | DP-WLU012 | DP-WLUO12C
— B40(-40C)
Non-shielded | M12xP1 [[FT— [l 03 — 4 -
[ o PNP | DP-WLUO12P | DP-WLUO12CP
77 28
— % NPN | DP-WLM018 | DP-WLM018C
Shielded T —— 5 -
85.2
MIB-P1 I PNP | DP-WLMO18P | DP-WLMO18CP
® | |
— NPN | DP-WLUO18 | DP-WLUO18C
Non-shielded = M18xP1 IE:_ 5.2 p— 5 A120(1207C)
= H A150(150°C) | PNP | DP-WLUO18P | DP-WLUO18CP
R — B40(40T) | Npy | DP-WLMO30 | DP-WLMO30C
Shielded  noxp15 “;IL —— 10 2
05.2 PNP | DP-WLMO30P | DP-WLM030CP
NPN | DP-WLU030 | DP-WLU030C
. M30xP15 ——
Non-shielded g Il | 5.2 s 15
pr— PNP | DP-WLUO30P | DP-WLU030CP
12 159

*1. Teflon material can be customized; temperature range, material, detection distance and other special requirements can be customized production.

Inductive DP-W series

DK-11
DH/DH2
DT

DL
DT-Q
DL-Q
bv
DP-T
DP-C

Fiber Optic Sensors
Photoelectric Sensors
Color Sensors

Laser Sensors

Precision Contact
Sensors
Area/Safety Light
Curtain

Laser Scanners

Digital Contact Sensors

Laser Displacement

Sensors
- - DP-WLM DP-WLU DP-WLM DP-WLU DP-WLM DP-WLU DP-WLM DP-WLU
‘ain model 008001 00s8[10J 012000 012000 018010 01800 03000 03000
Confocal Displacement
Type Shielded Non-shielded Shielded Non-shielded Shielded Non-shielded Shielded Non-shielded Sensors
Detecti Standard
Deteclon] §Standard 1mm 2mm 2mm amm 5mm 8mm 10mm 15mm
Fixed dimension M8x45 M12x52 M12x58 M18x58 M18x66 M30x58 M30x70 Barcode Scanners
Maximum current |
consumption 180mA
o o] -40°C to 70C -40C o 70C -40C to 70°C -40C to 70C
-25C to 120°C -25C to 120C -25°C to 120C 25 to 120°C RFID
Operating
temperature. High - -25C to 150°C -25°C to 150C 257 to 150°C
- - 257 to 180°C -257C to 180°C Infrared Temperature
Sensors
R R -257C to 200C -25C to 200°C
‘Standard
swawg | Seed | 1KHz 800Hz 1KHz 500Hz 400Hz 300Hz 200Hz 150Hz Digital Pressure
o=y || P 800Hz 500Hz 500Hz 300Hz 400Hz 300Hz 200Hz 150Hz Sensors
‘Standard 0.5ms -
Response | distance
time Double 1
distance ms Flow Test Sensors
Weight Approx.47g Approx 529 | Approx 60g Approx 669 Approx.80g Approx.83g Approx90g | Approx 95
Gate Magnetic Sensors
Ultrasonic
Displacement Sensors
DC 3-line DC 3-line DC 3-line DC 3-line
NPN normally open type NPN normally closed type PNP normally open type PNP normally closed type Magnetic Scale
Brown 10~30VDC Brown 10~30VDC . Brown 10~30VDC S Brown 10~30VDC
° ° — — Static Eliminators
[Coad] [Toad]
| Biack Black 1| Black Black
\ Blue Blue Blue
o o 0V o | _SYe  Lov ov Blue ooV

CAD technical data download: www.senpum.com/en
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