PX-400 Cost-effective type BGS photoelectric sensors

I Superb background suppression effect

C ost _eﬁe ct ive type B G S Stable detection even when the background is a lightcolored object with high reflectivity.
photoelectric sensors

PX-400 series

I Easy and stable detection regardless of object color

Easily identify objects of any color at the same distance with superior performance.

I High-speed, high-performance applications more widely

High response time of less than 1ms for excellent speed performance.

* For more product features, please contact SENPUM engineers




Cost-effective type BGS photoelectric sensors

PX-400

Application

The detection is not affected by color

Detection for small electronic components

Product List

Stable detection regardless of background color

Output
Appearance Type Detection distance Spot dimension(mm) S Model
NPN PX-441N
Small beam spot S 100mm Approx.®5mm ( at 100mm )
PNP PX-441P
NPN PX-442N
Standard mode!  EESSSSSSSSEN  300mm Aprrox.&24mm ( at 300mm )
PNP PX-442P
NPN PX-450MN
Infrared(ray) ~ EEEGCG—— 400rM -
PNP PX-450MP

Type Reflective
Small beam spot Standard model Infrared(ray)
NPN PX-441N PX-442N PX-450MN

Model ‘ PNP PX-441P PX-442P PX-450MP
Distance setting range 20mm~100mm 20mm-~300mm 50mm-~400mm
Detection distance 5mm-~100mm 20mm-~300mm 20mm~400mm
Hysteresis*! Less than 2% of the movement distance Less than 5% of the movement distance Less than 5% of the movement distance
Spot diameter Aprrox d2mm(at 70mm) Aprrox.®24mm(at 300mm) -

Repeat precision

Along the detection axis: 1mm or less

Supply voltage 12VDC~24VDC+10%
C current Under 17mA Under 25mA
Max. load current 100mA
Max.applied voltage| 30vDC
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Fiber Optic Sensors

Photoelectric Sensors

Color Sensors

Laser Sensors

Inductive Proximity
Sensors

Precision Contact
Sensors
Area/Safety Light
Curtain

Laser Scanners

Digital Contact Sensors

Electrical | Residual voltage Less than 1V Laser Di
parameters| Output operation Switchable normally open and normally closed Sensors
Protection Short circuit protection / Inverse connection protection / Overcurrent protection / Surge protection e

Ambient temperature
Protection class
Response time

Operation status indicators
Cable

20~+50C
1P67
Less than 1ms
Green: output off; red: output on
2m

*1 White matte paper

it Connecti

Diagram

12-24VDC

o OV

PX-441N/P PX-442N/P PX-450MN /P
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Sensitivity adjuster

Unit: mm

o 12-24VDC

ontrol output)

Normally open/closed
toggle

Output indicator

Power diameter ®3mm

CAD technical data download: www.senpum.com/en

Distance Laser
Sensors

Confocal Displacement
Sensors

Barcode Scanners

Infrared Temperature
Sensors

Digital Pressure
Sensors

Gate Magnetic Sensors

ltrasonic
Displacement Sensors

Magnetic Scale

Static Eliminators
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